
Features
The SurePower 4 dBi wide band OTR omni-directional trucker 
antenna provides top performance for all in-vehicle cell boost-
ers. Notable for its four customizable antenna height setup op-
tions. It is able to extend the antenna heights from 11.5” to 26.3” 
for optimal range.

•	 Wide band 600 - 4000 MHz frequencies
•	 2.0 - 4.0 dBi / 3.0 - 4.0 dBi / 2.5 - 3.5 dBi gain
•	 Covers 3G, LTE, 5G, WiMax, and WiFi
•	 L-bracket 3-way mount and hardware
•	 Heavy-duty rugged spring base
•	 17 ft LMR195 low loss cable with SMA-Female
•	 SMA Male - SMA Male & SMA Male - FME Female adapters
•	 11.1” mast & side exit adapter

Specifications
ELECTRICAL

4 dBi OTR Trucker
Antenna

SKU: SP-OTR-5W

Support     1 Year Warranty      Email: sales@surepower.net   Wesbite: www.surepower.net   Phone: 1-888-889-8882

Frequency Range (MHz) 600 - 960 1710 - 2700 3300 - 4000

Gain (dBi) 2.0 - 4.0 3.0 - 4.0 2.5 - 3.5

VSWR ≤ 1.8 ≤ 1.8 ≤ 1.8

Polarization Vertical

Horizontal Beamwidth (°) 360

Vertical Beamwidth (°) 57 - 80 30 - 44 29 - 50

Input Impedance (Ω) 50

Max. Input Power (W) 100

Lightning Protection DC Ground



MECHANICAL
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Connector 17 ft LMR195 Coax Cable with SMA Female

Dimensions Ø65 x 670 mm

Weight 0.40 kg

Reflector Material Aluminium

Radome Material UV - ABS

Operating Temperature -40°C to 65°C

Mounting Pole Ø38 - Ø52 mm

RADIATION PATTERN

Horizontal

Vertical

600 MHz 2170 MHz 3800 MHz


